


Application Note 2

Celadon AttoFast™ Coaxial Probe Technology

Removing stray capacitances

When using precision semiconductor capacitance meters with 
proper open circuit calibration, the static stray capacitance 
can be removed.  Repeatable measurements to +/- 1 fF are 
easily achievable using fully shielded enclosures or Faraday 
cages.  Low level DC matrices are available so these fF level 
measurements are possible between arbitrary pads on a DC 
test structure.

The coaxial probes are directly connected to miniature 
Teflon® coated coaxial cables (white) as shown.  The card is 
designed so that when the wafer is at +300°C (bottom side) 
all wiring remains below +200°C (top side) for safe continuous 
operation.  No external cooling of the card is required.  The 
card is designed to slide into a standard 4.5” rail card holding 
system. Consult with your probe station manufacturer to 
verify that maximum wafer (chuck) operating temperature 
compatible with the  
card holder.

The Total Solution from Celadon

Celadon provides complete DC parametric test solutions. 
These include the AttoFast™ Card, heat shields and mounting 
brackets for probe stations, and cable harnesses that direct 
connect to low level DC cross point matrices. Our experienced 
representatives can assist you with recommendations for your 
specific applications.

  AttoFast™ 40mm Tile with Low Profile Chassis.  Fits a 
4.5inch probe card holder. Includes Probe Tile Blank, 40 
millimeters in diameter. Precision trimmed. -65 to 300°C 
operating temperature range. Up to 36 coaxial probe pin 
assemblies, includes polished round tungsten rhenium probe 
tip, low leakage, low noise microcoax connector pigtails. Less 
than 1 fA per volt pin to pin leakage at 20°C.  Max Voltage 
200V RMS. Requires probe card holder and probe station.

accessories

  Cable Harness for the Keithley 707 and Agilent E5250 opt 
001 matrix. 25 Three lug triax plug connectors,3.0 meters ultra 
high performance low noise low leakage triax cables, 26 pin 
microcoax connector. One ground pin.

  Quick Release Cable brackets (Quantity two) and heat 
shield.  For the Cascade High rigidity Probe Card Holder.
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Top side view of the rigid metal construction 
of the AttoFast™ card
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